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Read and Understand This Manual Before Operating This Machine
 - Learn how to operate and service the machine correctly. Failure to do so could result in personal injury or  
 equipment damage. Redekop will not accept any responsibility for any damage or malfunctions resulting from  
 failure to comply with the operator’s manual.

 - This manual provides descriptions of as well as operating and maintenance instructions. This may include  
 accessories or optional equipment not included on your machine. This is to be kept in mind when reading this  
 manual.

 - If you do not understand the information in this manual, or if you have questions, contact Redekop Customer  
 Service.

 - This manual should be considered a permanent part of your machine and should remain with the machine  
 when you sell it.

 - Right-Hand and Left-Hand sides are determined by facing the direction of travel

 - Redekop reserves the right to alter illustrations and technical data contained in this manual.

 authorized by Redekop is prohibited.

 the time of publication. Redekop reserves the right to make changes at any time without notice.

 - This manual should be considered a permanent part of your Seed Control Unit and should remain with the  
 machine when you sell it.

 ATTENTION! 
 Low Battery or alternator voltage can cause system errors

0   Safety
0.1   Instructions

0.1.1   IMPORTANT: Read through this instruction 
manual thoroughly and familiarize yourself with the Seed 
Control Unit before operating these components. 

This instruction manual explains the proper procedure for 
operating the Redekop Seed Control Unit.

0.2   Recognize Safety Information

0.2.1   This is a safety-alert symbol. When you see this 
symbol on your straw chopper or in this manual, be alert 
to the potential for personal injury.

Follow recommended precautions and safe operating 
practices.
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0.3   Understand Signal Words

0.3.1   A signal word - DANGER, WARNING, or        
CAUTION - is used with the safety-alert symbol. 

WARNING or CAUTION safety signs are located near 

0.4   Follow Safety Instructions

0.4.1   Carefully read all safety messages in this manual 
and on your machine. Keep safety signs in good 
condition. Replace missing or damaged safety signs. Be 
sure new Seed Control Unit components and repair parts 
include the current safety signs. Replacement safety 
signs are available from your dealer.

There can be additional safety information contained on 
parts and components sourced from suppliers that is not 
reproduced in this operator’s manual.

Learn how to operate the Seed Control Unit and how to 
use controls properly. Do not let anyone operate without 
instruction.

Keep your Seed Control Unit in proper working condition. 

Control Unit’s life.

If you do not understand any part of this manual and 
need assistance, contact your dealer.
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0.5   Safe Operating Practices

0.5.1   DO NOT stand near the straw chopper and Seed 
Control Unit when combine is running.

ALWAYS refer to your Combine Operator’s Manual, and 
review the Safety section before operating machine. 
The Combine Operator’s Manual details safe operating 
practices that must be followed to protect you and others 
from accidental injury and/or death.

Operate Seed Control Unit only when all guards are 
correctly installed.

Before moving away, always check immediate vicinity of 
Seed Control Unit (e.g. for children). Ensure adequate 
visibility. Use a horn as a warning immediately before 
moving away.

When making turns, always take into consideration the 
width of the attachment and the fact that the rear end 
of the machine swings out. Attachments and ground 

Never leave combine unattended as long as engine is 
running.

0.6   Work In Ventilated Area

0.6.1   Engine exhaust fumes can cause sickness or 
death. If it is necessary to run an engine in an enclosed 
area, remove the exhaust fumes from the area with an 
exhaust pipe extension.

If you do not have an exhaust pipe extension, open the 
doors and get outside air into the area.

0.7   Remove Key from Ignition

0.7.1
on it.

Apply park brake, remove key and lock operators cab.

If the combine is equipped with an additional safety 
master power switch, turn this to the Power OFF position. 
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0.9   Practice Safe Maintenance

0.9.1   Understand service procedure before doing work. 
Keep area clean and dry.

Never lubricate, service, or adjust Seed Control Unit 
while it is moving. Disengage all power and operate 
controls to relieve pressure. Lower equipment to the 
ground. Stop the engine. Remove the key. Allow machine 
to cool.

Keep hands, feet and clothing away from power-driven 
parts. Tie long hair behind your head. Do not wear rings, 
jewelry, a necklace, a necktie, scarf, or loose clothing 
when you work near machine or moving parts. If these 
items were to get caught, severe injury could result.

Securely support any Seed Control Unit elements that 
must be raised for service work.

Keep all parts in good condition and properly installed. 
Fix damage immediately. Replace worn or broken parts. 
Remove any buildup of grease, oil, or debris.

On self-propelled equipment, disconnect battery ground 
cable (-) before making adjustments on electrical systems 
or welding on Seed Control Unit.

0.8   Block Wheels

0.8.1   Park the combine on level ground.

Always engage the park brake and block the combine 
wheels prior to working to prevent the combine from 
moving.

0.11   Avoid Contact With Moving Parts

0.11.1   Keep hands, feet and clothing away from power 
driven parts. Never clean, lubricate or adjust machine 
when it is running.

Never attempt to clear obstructions from machine unless 

0.10   Guards and Shields

0.10.1   Keep guards and shields in place at all times. 
Ensure that they are serviceable and maintained 
correctly.
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0.14   Use Proper Lifting Equipment

0.14.1   Lifting heavy components incorrectly can cause 
severe injury or Seed Control Unit damage.

Follow recommended procedure for removal and 
installation of components in the manual.

Ensure lifting equipment is rated for the job

Ensure operator is appropriately licensed to operate 
lifting equipment

0.12   Avoid High-Pressure Fluids

0.12.1   Inspect hydraulic hoses periodically - at least 
once per year - for leakage, kinking, cuts, cracks, 
abrasion, blisters, corrosion, exposed wire brand or any 
other signs of wear or damage.

Replace worn or damaged hose assemblies immediately.

causing serious injury.

Avoid the hazard by relieving pressure before 
disconnecting hydraulic or other lines. Tighten all 
connections before applying pressure.

Search for leaks with a piece of cardboard. Protect hands 

injected into the skin must be surgically removed within 
a few hours or gangrene may result. Doctors unfamiliar 
with this type of injury should reference a knowledgeable 
medical source. 

0.13   Dispose of Waste Properly

0.13.1   Improperly disposing of waste can threaten the 
environment and ecology. Potentially harmful waste 

and batteries.

Use appropriate tools and personal protective equipment 
such as clothing, gloves, face shields or glasses, during 
the removal or handling of objects and materials.

use food or beverage containers that may mislead 
someone into drinking from them.

Do not pour waste onto the ground, down a drain, or into 
any water source.
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0.15   Personal Protective Equipment (PPE)

0.15.1 
who is knowledgeable about and familiar with all 

is capable of identifying existing or potential hazards 
in surroundings or working conditions which may be 
hazardous or dangerous to employees shall determine 
appropriate Personal Protective Equipment required for 
this assembly.  

Personal Protective Equipment (PPE) are devices worn 
by the employees to protect against hazards in the 
environment. Examples include safety glasses, face 
shields, respirators, gloves, hard hats, steel-toe shoes, 

safety equipment appropriate for the job.

Operating equipment safely requires the full attention of 
the operator. Do not wear radio or music headphones 
while operating machine.

0.16   Sound Level

0.16.1   This product produces sound pressure levels in 
excess of 90 dB within 10m of discharge area.

  Hearing protection is required!

Interference with speech communication, acoustic signals 
is possible.

0.17   Prepare for Emergencies

0.17.1 

Keep emergency numbers for doctors, ambulance 

telephone.
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0.18   Fire Extinguisher

0.18.1 

installed on left side of operator’s platform.

on how to operate it. Once extinguisher is operated - no 
matter how long - it must be recharged.

0.19   Remove Accumulated Crop Debris

0.19.1 
engine compartment, on the engine, near bearings and 

areas frequently.

0.20   In the Event of Fire

0.20.1 
may be the smell of smoke or the sight of smoke or 

follow these guidlines:

3. Pull the safety pin out of actuating lever.

4. Hold extinguisher upright, pointing nozzle away from   

      extinguisher.

6. Move extinguisher nozzle side to side to cover the   

CAUTION: Avoid personal injury. 

The number one priority is safety. Always put the 
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0.21   Safety Decals 

Pictorial Safety Signs

At several important places on this machine, safety signs 

adjacent pictorial provides information on how to avoid 
personal injury. These safety signs, their placement on 
the machine, and a brief explanatory text follow.

Caution / Check Service Manual
RP1188

This operator’s manual contains all important information 
necessary for safe machine operation. Carefully observe 
all safety rules to avoid accidents.

Caution / Hearing Protection Required
RP1090

Use hearing protection whenever operating the machine.
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Keep Hands out of Belt Area / Rotate Danger
RP1122

Do not touch any moving parts. Wait until all moving parts 
have stopped.

Hand Injury / Rotate Danger
RP1089

Risk of injury caused by rotating parts.
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Projectile Hazard / Stand Clear
RP872

Stay clear of these components when the engine is 
running.

Kickback Hazard / Stand Clear
RP1086

Avoid personal injury. Kickback hazard when removing 
access panel.
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Projectile Hazard / Stand Clear
RP872

Stay clear of these components when the engine is 
running.

Kickback Hazard / Stand Clear
RP1086

Avoid personal injury. Kickback hazard when removing 
access panel.
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John Deere Seed Control Unit Serial Number Plate

0.22   Information Decals

Seed Control Unit serial number plate (A):
- located on the Seed Control Unit’s frame, non-drive side

0.23   Serial Number

Grease Every 12 Hours / Daily
RP1091

Grease Every 50 Hours / Weekly
RP1092

Oil - use SAE 75W90 GL5 Synthetic
RP1093

A
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1.1   General Information on the components of the 
Seed Control Unit (SCU)

The Seed Control Unit system may consist of the 
following components:

Redekop Seed Control Unit (A)
Damages the weed seeds to prevent them from 
germinating

Straw Chopper (B)
Cuts the straw into small manageable pieces and creates 

 (C)
A)

Drive Coupling (D)
Allows quick engagement or disengagement of SCU 
drive system

 (E)
Damages and devitalizes seeds

 (F)
A)

Vent Covers (G)
A)

Prevents seed losses prior to SCU (A)

Hydraulic Circulation Pump (H)
Circulates gearbox oil through cooling system

 (J)
Redirects straw into Chopper (B)

1   GENERAL INFORMATION

A

D

E

D

FJ

E
H

A

B C
F

G
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Stator Rings
Outer (J), Middle (K), Inner (L)

Rotor (M)

M

Left Assembly Right Assembly
N N

J K L
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Combine sieve accessability remains the same procedure 
as from factory - refer to combine basic operator’s manual 
for complete details.

Accessability / Road Transport
To access the combine sieves, use relevant switch to 
activate actuators to move straw chopper and SCU (A) 
rearwards.

Operation
To place straw chopper and SCU (A) into chopping mode, 
use relevant switch to activate actuators to move straw 
chopper and SCU back into position.

2   OPERATION

   Sound Level
    This product produces sound pressure levels in   
    excess of 90 dB within 10m of discharge area.

    acoustic signals is possible.

Start threshing module in low speed and listen for clearance problems. If a knocking 

to full power when everything is running smoothly at lower speeds.

Road Transportation:
ALWAYS move chopper and SCU 
to upper position prior to leaving A

2.1.1   Combine Sieve Accessability / Road Transportation 

2.1   Combine Sieve Accessability 
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2.2   Operation Modes 
There are two (2) modes of operation:
1 - Chopper only / Grain loss check
2 - SCU mode / Chop mode

To switch from one mode to another, the following actions are required:
1 - Ripple Divider Pan in upper position = SCU / Chop mode
   - Ripple Divider Pan in lower position = Chopper only mode / Grain loss check

To change modes there are four (2) adjustments:

2 - Engage the SCU Drive

2.2.1   Chopper Only Mode / Grain Loss Checking

2.2.1.1   For chopper only mode or grain loss checking, 
move ripple divider panel (C) from the upper to the lower 
bypass position.

C

C

C
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CORN DOOR (H) must be set to SMALL 

Refer to machine basic operator’s manual

2.2.2.1   Ensure ripple divider panel (C) is in upper 
position

2.2.2.2   Engage SCU drive (see Engage SCU Drive section 2.3)

2.2.2   Chopper and Seed Control Unit Mode

C

H
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2.3   Engage SCU Drive 

2.3.1   To access the drive shaft coupler (E):
- Loosen top bolt (F1)
- Rotate access cover panel (F) away

2.3.2   To engage the SCU drive:
- unlatch and slide Drive Shaft Coupler (E) in

To disengage the SCU drive:
- unlatch and slide Drive Shaft Coupler (E) out when SCU 
is not required.

Projectile Hazard from SCU 
Stand Clear when SCU is in operation

May be HOT to touch 

F F1

E
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2.4   Combine Grain Loss Checking

Operate in Chopper only mode (see 2.2.1), Check as 
normal

2.5   Windrow Operation - John Deere S7 Series

1   On Combine with overshot beater:
     - Operate in chop and SCU mode (see Chopper and      
     SCU mode section 2.2.2)
     - Open rear discharge as per OEM windrow    
     instructions
     - Operator can choose to install SCU outlet covers for  
      windrow

2.6   Driveline Guards

  Do Not operate with Driveline Guards (G)  
  removed

Guards provide structural integrity - if removed, SCU 
frame will crack

G
G

G
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Although little active maintenance is required to keep your Seed Control Unit system operating smoothly, it is very 
important that the following preventative maintenance schedule be followed. A regular visual check and replacement of 
the high wear components will prevent larger scale maintenance in the future. The following areas of your Seed Control 
Unit should be checked on a regular basis.

3   MAINTENANCE

- Perform daily or 10 hour service (refer to Daily 
Maintenance in this section)

- Check oil level of both gear boxes more frequently. 
Watch for any signs of leaks on lines and connections

- Check drive belts for proper tension and adjust if 
necessary

- Check bearing lock collar is locked onto driveline shaft

DAILY MAINTENANCE

- Check Oil Level of Gear Boxes through sight glasses (B) 
for both gear boxes

- Check for oil leaks along hoses and connections

Clean up area after maintenance has been completed and prior to startup.

B B

3.1   Preventative Maintenance Schedule




